
Golden West offers high-quality products
that meet or exceed manufacturer’s specifications
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Data Sheet: Bar & Chain Oil
Product Application:  
Golden West Bar & Chain oil is 100% virgin mineral oil incorporated with improved additives 
especially designed for to day’s high speed chain saws in all weather conditions. This product 
acts as a solid film lubricant giving boundary lubrication under apparently dry lubricant 
conditions and a rust inhibitor to protect bar and chain during storage. It has extreme 
pressure additives with shock absorbing properties that reduce friction and increase chain life 
up to 65%.

Golden West Bar & Chain Oil demonstrates a special penetrating ability to give instant chain 
lubrication after start-up, plus a high-tac/no-sling additives to keep lubricant on the chain. 
This product is manufactured for industrial, commercial and residential chain saws. In meets 
the needs of the forest products industry under the most adverse operation conditions.

Available:

These values are representative of current production. They may vary within modest ranges.

Product Specifications
Summer Winter

Viscosity, SUS @100˚F 630 300
Flash Point @ ˚F 425 410
Pour Point @ ˚F -10 -20
Color 4 4

6/1 Gal.s


