
Golden West offers high-quality products
that meet or exceed manufacturer’s specifi cations
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Typical Analysis: 

@40° C, cSt 37.0

@100° C, cSt 7.2

@100° C, SUS 164

@210° C, cSt 49.7

Viscosity Index 161

Pour Point COC, °F -50

Flash Point COC, °F 378

Dexron III G, Dexron III Approved for H Spec. Yes

Mercon Yes

Mercon V No

Allison C-4 Yes

ZF TE-ML No

Voith No

Cat TO-2 Yes

Data Sheet: DIII/M Automatic
 Transmission Fluid

DIII/M Automatic Transmission Fluid (ATF) is recommended as a replacement fl uid for 
former Dexron III/Mercon H specifi cation. This product is also recommended for Detroit 
Diesel Allison C-3, C-4 application, Catepillar TO-2, Ford late model C-4 and C-5 
transmissions, and Ford ESP-M2C138-CJ and Ford ESP-M2C166-H.

Available:

BULK 55/1 12/1 Quarts5/1

Benefi ts
• Excellent low temp. fl uidity for good cold-start shifting
• Resistance to foaming
• Oxidation and thermal stability for long life
• Protection against rust, corrosion and wear
• Multiple approvals for lower inventory requirements
• Compatible with all transmission seal material

Available:


