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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Data Sheet: Fleet Gear Oil 90W
Product Application:  
This lubricant is designed for the type of sevice characteristic of automotive sprial-bevel 
and worm-gear axles and some manually operated transmissions operating under mild 
conditions. These are pure mineral oils.

Fleet Gear Oil utilitzes medium quality, refi ned base oils. Friction modifi ers and extreme 
pressure agents are not employed in GL-1 oils.

Fleet Gear Oil is recommended for use in conventional transmissions, differentials, fi nal 
drives and miscellaneous applications in hydraulic systems, gear cases, etc., of mobile 
equipment where GL-1 and/or straight mineral oil is specifi ed by the manufacturer.

Typical Analysis:  

SAE Grade Gear 90

Gravity, ˚API (1) 18.0

Flash Point, ˚F 390

Viscosity cSt@100˚C 17.3 - 18.6

Viscosity SUS@210˚F 65

Viscosity Index, Min. 44

Pour Point ˚F +15

Foam Test (3) Pass

The values shown here are representative of current production. Some are controlled by 
manufacturing specifi cations while others are not. They may vary within modest ranges.

Available:

BULK 55/1 5/1


