
Golden West offers high-quality products
that meet or exceed manufacturer’s specifications
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Data Sheet: Heavy Duty Dot 3 Brake Fluid
Product Application:  
Golden West Heavy Duty Brake Fluid is a fully approved DOT 3 type motor vehicle brake 
fluid suitable for use in all vehicles where DOT 3 fluids are recommended. Suitable for 
use on both disc and drum brake systems and fully compatible with all DOT 3 fluids.

Meets or exceeds the requirements of DOT 3 Motor Vehicle Standard No. 116 and SAE 
J1704 and ISO 4925.

Available:

Property Specification Typical Data

Dry Boiling Point, Min. 401˚F 440˚F

Wet Boiling Point, Min. 284˚F 288˚F-292˚F

pH 7.0-11.5 10.5

Viscosity cSt@-40˚C MAX 1500 1400-1450

Specific Gravity 1.01-1.04 1.02

Pounds Per Gallon 8.6-8.6 8.7

Color Light Amber Light Amber

Appearance Clear Clear

Corrosion, FMVSS 116 Pass Pass

Rubber Swell, FMVSS 116 Pass Pass

Evaporation/Weight Loss MAX 60% 40-55%
12/1 Quarts 12/1 12oz6/1 Gal.s


