
Golden West offers high-quality products
that meet or exceed manufacturer’s specifications
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Data Sheet: Multi-Purpose Lithium Grease #2
Product Application:  
Golden West Multi-Purpose Lithium Grease is an amber colored, NLGI 2 grade lithium 
stearate based grease with rust and oxidation inhibitors. It has good stability, water 
resistance and softening resistance at high operating temperatures.

Golden West Multi-Purpose Lithium Grease is recommended for general automotive 
chassis lubrication points, ball joints and universal joints, as well as general farm and 
light industrial lubrication applications. It is compatible with other lithium grease, but 
is not recommended for disc type wheel bearings.

Available:

Typical Characteristics:

NLGI Consistency Number 2

Thickener Lithium Stearate

Texture Smooth

Color, Observed Amber

Worked 60 Penetration, D-217 265-295

Dropping Point, D-566 ˚F (˚C) 340 (171)

Characteristics of Base Oil

Viscosity @ cSt@40˚C 152

Viscosity @ cSt@100˚C 11.8

Viscosity @ cSt@210˚F (SUS) 12.2 (67.0)

Viscosity @ cSt@100˚F (SUS) 175 (8130

Viscosity Index 50

Timken (approximate) 30

55/1 5/1 14oz. Tube120lb. Keg


