
Golden West offers high-quality products
that meet or exceed manufacturer’s specifications
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Data Sheet: Power Steering Fluid
Product Application:  
Golden West Power Steering Fluid is blended with high quality base oils and a balanced 
additive package to maintain efficiency and performance in power steering systems. It 
helps prevent leakage, squealing, corrosion, oxidation and wear.

Golden West Power Steering Fluid will not clog or foam and can be used year round.

Available:

Typical Test Data Specification Typical Data

Viscosity, ASTM D2161

       SUS@100˚F 210.00 200-215

       SUS@210˚F 44.00 44.00

Viscosity, ASTM D445

       cSt@40˚C 40.20 38.2-41.2

       cSt@100˚C 5.30 5.30

Gravity, 60˚F

       API, ASTM D287 23.200 23.200

       Specific, ASTM D1250 .9147 .9147

Pounds Per Gallon 7.6170 7.6170

Color, ASTM D1500 0.5000 MAX 1.50

Pour Point, ˚F ASTM D97 -20.00 MAX -10.0

Flash Point, COC, ˚F ASTM D92 355.00 MIN 340.00

Aniline Point, ˚F ASTM D611 166.00 160-175.00

Sulfur, wt% ASTM D4294 .0500 .0500

12/1 Quarts 12/1 12oz


