
Golden West offers high-quality products
that meet or exceed manufacturer’s specifi cations
at the most economical prices.
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Allied Sales Company 
5005 E. 7th Street, Austin • TX 78702 
Ph: (512) 385-2167 • Fax: (512) 385-0259

Golden West San Antonio 
3010 Aniol Street • San Antonio, TX 78219 
Ph: (800) 638-6628 • Fax: (210) 222-1034

United Oil & Grease Company Abilene
2702 Industrial Blvd • Abilene, TX 79605 
Ph: (325) 695-0150 • Fax: (325) 695-7539

United Oil & Grease Company Lubbock
3100 Clovis Rd. • Lubbock, TX 79415 
Ph: (806) 763-1818 • Fax: (806) 763-5447

Golden West Corpus Christi
710B Industrial Blvd. • Robstown, TX 78380
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Golden West Laredo
5400 Santa Maria Ave. • Laredo, TX 78041
Ph: (800) 638-6628 • Fax: (210) 222-1034

Golden West McAllen
10721 North 10th St. • McAllen, TX 78504 
Ph: (800) 638-6628 •  Fax: (210) 222-1034

Data Sheet: Full Synthetic Gear Oils
Product Application:  
Golden West Full Synthetic Gear Oil is 100% synthetic, mutli-grade, heavy duty gear 
lubricant designed to meet the service demands of the commercial fl eet’s manual 
transmissions, axles and drive units, plus the added advantage of improved fuel economy, 
extended drain capabilities and all season use even at sub zero temperatures. Golden West 
Gear Oils are fortifi ed with additives to prevent rust and corrosion, and meets limited slip 
specifi cations.

Suitable for use where an API GL-5 and MT-1 are recommended. Also suitable for use 
where the following specifi cations are recommended: Eaton PS-163, PS-037, PS-109; 
General Electric D50E9C; Harnishfeger (P&H) 474; Mack Truck GO-J Plus; GO-J; Meritor 
Automotive, Inc. (formerly Rockwell International) O-76-E (petrol), O-76-N (syn);
MIL-PRF-2105E; Navistar TMS 6816; U.S. Steel Specifi cations 224; AGMA Standard 250.03.

Available:

Typical Analysis:  

Grade 75W-90 80W-140 75W-140

ISO 150 220

AGMA 4-EP 5-EP

Gravity, API 25.3 23.3 31.3

Viscosity cSt@40˚C 128 262 176.4

Viscosity cSt@100˚C 17.5 31.06 24.8

Viscosity Index 151 159 173

Color 1.5 2.0 2.0

Flash Point ˚F Minimum 400 400 396

Pour Point ˚F Minimum -40 -20 -51

The values shown here are representative of current production and may vary
within modest ranges.

BULK 55/1 12/1 Quarts5/1120lb. Keg

Available:

Note: 80w140 Grade
Not Available in Quarts.


